
Technical Data

Fluke 719  
Electric Pressure Calibrator

One handed pressure calibration

With the innovative, built-in electric pump, the Fluke 719 

provides pressure calibration at your fingertips! Now 

you can calibrate and test pressure devices quickly and 

easily with one hand, saving you valuable time. Use the 

programmable pump limit settings to eliminate over-

pressurization, and to set ‘pump to’ pressure values. The 

unique cleanout port design reduces pump failures, and 

makes the 719 easy to clean without repair. The compact, 

lightweight form, combined with one-handed use, makes 

this pressure calibrator the ideal tool for busy process 

professionals. 

• Electricpumpforonehandedpressurecalibration

• Bestinclasspressuremeasurementuncertaintyof0.025%

• MeasureandsourcemAwithbestinclass0.015%accuracy

• Precisionpressureadjustvernier

• Variablereleaseratebleedvalveforeasypressureadjustment

• Idealperformanceforhighaccuracytransmittercalibration

• 30PSIand100PSIpressureranges

• Programmablepumplimit:
-Eliminatesover-pressurization
-Allowstheusertoprogramtargetpressuresforpumping

• Extendedmeasurementrangewithanyoftwenty-nine(29)
700PxxPressureModules

• SourcemAwithsimultaneouspressuremeasurementto
testvalvesandI/Ps

• SimulatemAsignalstotroubleshoot4-20mAloops

• Testpressureswitcheswithbuiltinswitchtestfunction

• Powertransmittersduringtestusing24Vloopsupply

• Provencleanoutportsreducepumpfailures
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Ordering information

Fluke-71930GElectricPressureCalibrator,
30psi,2bar

Fluke-719 100GElectricPressure
Calibrator,100psi,7bar

Includes:TL75Testleads,AC72Alligator
clipset,Pushfitconnectors,Translucenttest
hose,Productoverviewmanual(print),and
User’smanual(CD-ROM)in14languages

Pump specifications

• Maximumpressuregenerationof120PSI
(8BAR)(100PSImodel)

• Pumpto:
- 30PSIinlessthan15seconds*

 - 100psiinlessthan45seconds*
 *(with1meterof1/8inchtesthose)

• 5000pumpcyclesbetweenrebuilds

• Totalpumplife20,000calibrationcycle

General specifications

Storage temperature:-30°Cto60°C
Operating temperature:-10°Cto55°C
Relative humidity:95%(-10°Cto30°C);
75%(30°Cto40°C);45%
(40°Cto50°C);35%(50°Cto55°C)
Shock:1meterdroptest
Safety:CSAC22.2No.1010.1:1992
EMC:EN50082-1:1992andEN55022:1994ClassB
Size (HxWxL):60mmx87mmx210mm
(2.19inx3.41inx8.28in)
Weight:912g(2lb)
Battery:Two9Valkalinebatteries
Battery life:12hourswith12mAinto500Ω,200
pumpcyclesto100psi,500pumpcyclesto30psi
Warranty:Three-years,oneyearforpump

Specifications

Function 

Measure or Source

Range Resolution Accuracy Notes

Fluke-719 30G -12to36psi,
-850mbarto2.4bar

0.001psi,0.1mbar 0.025%rangefor6
months.

0.035%ofrangefor
one(1)year

Fluke-719 100G -12to120psi,
-850mbarto8bar

0.01psi,1mbar

mA 0to24mA 0.001mA .015%Rdg+2counts Maxload,1000Ω

750ΩohminHARTmode

Loop supply 24Vdc N/A ±10%
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