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Product Description: 
FA-430 Fume Extraction System 
 

Part No: 
FA430-16 
 

Specifications: 
 
 
 
 

 
  

Power Consumption  120 W 

Max. Airflow (One Port)  4.1 m3
/min (145 cfm) 

Max. Airflow (Two Ports)  4.7 m3
/min (167 cfm) 

Filtering Efficiency 
>98% @ 0.3µm

(Capable of 99.97% @ 0.3µm) 

Noise Level  44 ‐ 53dB @ 1m 

Dimensions (W x H x D) 
330 x 366 x 343 mm

13.0 x 14.4 x 13.5 in. 

Weight  7.5 kg (16.5 lb.) 

Static Pressure  1500 Pa (0.44 in. Hg) 

Safety Approval 

CONTENTS 

Model Name  Description  Part Number

FA‐430  Pre‐filter  A1585

Main Filter  A1586

Power Cord 

Features:
• Powerful suction 
• Quiet operation – as low as 44dB 
• 3-airflow adjustment modes: High, Medium, Low 
• Compatible with existing HJ3100 Duct Kits or NEW Free 
standing ducts kits (pictured above) 
• Special filter replacement notification function detects the 
fan speed and notifies the operator of the appropriate time 
to replace the filters via indicator lights on the front panel. 
 
Note: Duct Kits sold separately 

 
For more information, visit our website at 

www.HakkoUSA.com 
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