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Product Description: 
Hakko FX-300 Solder Pot 
 

Part No: 
FX300-03 
 
 
 
 

Specification: 
Power Consumption 120VAC - 200W 

Weight 
(w/o solder and cord) 

1.7 kg (3.74 lb.) 

Dimensions 
(W x H x D) 

143 x 100 x 220 mm 
(5.6 x 4.0 x 8.7 in.) 

Crucible Dimensions 
(W x H x D) 

50 x 50 x 43.5 mm (Standard) 
(2.0 x 2.0 x 1.7 in.) 

75 x 75 x 52.5 mm (Optional) 
(3.0 x 3.0 x 2.1 in.) 

Molten Solder Capacity 0.85 kg (1.87 lb.) 1.2 kg (2.64 lb.) 

Temperature Range 200 - 450°C (400 - 840°F) 200 - 380°C (400 - 720°F) 

 

Comments: 
The Hakko FX-300 Solder Pot is an analog version of the FX-301.  The FX-300 provides the same crucible 
capacity as the FX-301 and is Lead-Free compatible.  Operation is as simple as turning the unit on and 
selecting the desired heat setting with the dial on the face of the unit.  The FX-300 does not include a built-in 
timer for auto-shutoff and does not have selectable settings for crucible dimension or solder type. 
 
The 50 x 50 mm crucible comes standard with the unit.  The 75 x 75 mm crucible (PN:  A1518) is optional. 
 
For more information on this product, please visit our web site at www.HakkoUSA.com 
 
Hakko FX-300 Solder Pot 
http://www.hakkousa.com/2006/detail.asp?PID=4480&Page=1 
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