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INSULATION TESTER SERIES

IR4056-20 IR4057-20 IR4016-20 to IR4018-20 3490 3455

Basic Specifications

Display Digital
Digital

(Bar graph)

Analog Meter
Analog Meter

Digital
(Bar graph)IR4016-20 IR4017-20 IR4018-20

Display backlight function l l l l l l l

Testing

voltage

50V DC l l — — — — —

125V DC l l — — — — —

250V DC l l — — — l l

500V DC l l l l — l l

1000V DC l l — — l l l

2500V DC — — — — — — l

5000V DC — — — — — — l

Effective maximum

indicated value

100MΩ (50V)

250MΩ (125V)

500MΩ (250V)

2000MΩ (500V)

4000MΩ (1000V)

100MΩ (50V)

250MΩ (125V)

500MΩ (250V)

2000MΩ (500V)

4000MΩ (1000V)

100MΩ
 (500V DC)

1000MΩ
(500V DC)

2000MΩ
(1000V DC)

100MΩ
(250,500V DC)

4000MΩ
(1000V DC)

250GΩ (250V)

500GΩ (500V)

1.00TΩ (1kV)

2.50TΩ (2.50kV)

5.00TΩ (5.00kV)

Low resistance l l — — — l —

AC Voltage l l l l l l l

Function
Comparator l l — — — — —

Memory — — — — — — l
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