
Type N (M/F) DC to 5 GHz, 20 Watt - 50 Watt

Features
▪ Designed to Meet Environmental

Requirements of MIL-A-3933
Models

▪ 766-3, 766-6, 766-10, 766-20, 766-30, 765-3,
765-6, 765-10, 765-20

Model 766-3 766-6 766-10 766-20 766-30
Low Frequency (GHz) DC DC DC DC DC

High Frequency (GHz) 4.0 4.0 4.0 4.0 4.0

Attenuation dB (Nominal) 3 6 10 20 30

Attenuation dB (Deviation DC-3) +/-0.25 +/-0.25 +/-0.25 +/-0.25 +/-0.75

Attenuation dB (Deviation 3-5) N/A N/A N/A N/A N/A

Attenuation dB (Deviation 3-4) +/-0.50 +/-0.50 +/-0.50 +/-0.50 +/-0.75

Power Input (Max Avg.) in W 20 20 20 20 20

Power Input (Max Peak) in kW 1 1 1 1 1

VSWR (max) DC-1 GHz 1.10 1.10 1.10 1.10 1.10

VSWR (max) 1-4 GHz 1.15 1.15 1.15 1.15 1.35

VSWR (max) 3-5 GHz N/A N/A N/A N/A N/A

Maximum Weight (gr) 159 159 159 159 159

Maximum Weight (oz) 5.6 5.6 5.6 5.6 5.6

Special Notes: A , B A , B A , B A , B A , B

Special Notes:
A: Power ratings for horizontal operation at +25°C derate linearly to 5 watts at +125°C
B: Temperature Coefficient: 0.0006 dB/dB/°C; Power Coefficient: 0.0005 dB/dB/watt.
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Type N (M/F) DC to 5 GHz, 20 Watt - 50 Watt

Model 765-3 765-6 765-10 765-20
Low Frequency (GHz) DC DC DC DC

High Frequency (GHz) 5.0 5.0 5.0 5.0

Attenuation dB (Nominal) 3 6 10 20

Attenuation dB (Deviation DC-3) +/- 0.30 +/- 0.30 +/-0.30 +/- 0.30

Attenuation dB (Deviation 3-5) +/-0.50 +/-0.50 N/A N/A

Attenuation dB (Deviation 3-4) N/A N/A N/A N/A

Power Input (Max Avg.) in W 50 50 50 50

Power Input (Max Peak) in kW 2 2 2 2

VSWR (max) DC-1 GHz N/A N/A N/A N/A

VSWR (max) 1-4 GHz N/A N/A N/A N/A

VSWR (max) 3-5 GHz 1.30 1.30 N/A N/A

Maximum Weight (gr) 440 440 440 440

Maximum Weight (oz) 15.5 15.5 15.5 15.5

Special Notes: A A B B

Special Notes:
A: Power ratings for horizontal operation at +25°C derate linearly to 5 watts at +125°C
B: Temperature Coefficient: 0.0006 dB/dB/°C; Power Coefficient: 0.0005 dB/dB/watt.
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Type N (M/F) DC to 5 GHz, 20 Watt - 50 Watt

Outline Drawings For Models : 766-3, 766-6, 766-10, 766-20, 766-30, 765-3, 765-6, 765-10, 765-20

Units A B

766-3 , 766-20, 766-30
in. 3.07 1.52

mm 77.98 38.61

766-6 , 766-10
in. 3.07 1.52

mm 76.2 38.61

765-3 , 765-6, 765-10, 765-20
in. 6.99 1.64

mm 177.55 41.66

Notes:

Unless otherwise specified dimensions are max. and for reference only. Contact the factory for detailed specifications and outline drawing.
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Type N (M/F) DC to 11 GHz, 20 Watt - 50 Watt

Features
▪ Designed to Meet Environmental

Requirements of MIL-A-3933
Models

▪ 768-3, 768-6, 768-10, 768-20, 768-30, 766-3,
766-6

Model 768-3 768-6 768-10 768-20
Low Frequency (GHz) DC DC DC DC

High Frequency (GHz) 11.0 11.0 11.0 11.0

Attenuation dB (Nominal) 3 6 10 20

Attenuation dB (Deviation DC-3) +/-0.25 +/-0.25 +/-0.25 +/-0.25

Attenuation dB (Deviation 3-6) +/-0.50 +/-0.50 +/-0.50 +/-0.50

Attenuation dB (Deviation 6-11) +/-0.75 +/-0.75 +/-0.75 +/-0.75

Power Input (Max Avg.) in W 20 20 20 20

Power Input (Max Peak) in kW 1 1 1 1

VSWR (max) DC-1 GHz 1.10 1.10 1.10 1.10

VSWR (max) 1-4 GHz 1.15 1.15 1.15 1.15

VSWR (max) 4-6 GHz 1.20 1.20 1.20 1.20

VSWR (max) 6-11 GHz 1.30 1.30 1.30 1.30

Maximum Weight (gr) 159 159 159 159

Maximum Weight (oz) 5.6 5.6 5.6 5.6

Special Notes: A , B , C A , B , C A , B , C A , B , C

Special Notes:
A: Power ratings for horizontal operation at + 25°C derate linearly to 5 watts at + 125°C
B: Temperature Coefficient: 0.0006 dB/dB/°C; Power Coefficient: 0.0005 dB/dB/watt.
C: Ordering information: Specify model number and add dash number suffix for attenuation in dB. For example: 776C-10.
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Type N (M/F) DC to 11 GHz, 20 Watt - 50 Watt

Model 768-30 766-3 766-6
Low Frequency (GHz) DC DC DC

High Frequency (GHz) 11.0 4.0 4.0

Attenuation dB (Nominal) 30 3 6

Attenuation dB (Deviation DC-3) +/-0.25 +/-0.25 +/-0.25

Attenuation dB (Deviation 3-6) +/-0.50 N/A N/A

Attenuation dB (Deviation 6-11) +/-0.75 N/A N/A

Power Input (Max Avg.) in W 20 20 20

Power Input (Max Peak) in kW 1 1 1

VSWR (max) DC-1 GHz 1.10 1.10 1.10

VSWR (max) 1-4 GHz 1.15 1.15 1.15

VSWR (max) 4-6 GHz 1.20 N/A N/A

VSWR (max) 6-11 GHz 1.35 N/A N/A

Maximum Weight (gr) 159 159 159

Maximum Weight (oz) 5.6 5.6 5.6

Special Notes: A , B , C A , B , C A , B , C

Special Notes:
A: Power ratings for horizontal operation at + 25°C derate linearly to 5 watts at + 125°C
B: Temperature Coefficient: 0.0006 dB/dB/°C; Power Coefficient: 0.0005 dB/dB/watt.
C: Ordering information: Specify model number and add dash number suffix for attenuation in dB. For example: 776C-10.

Outline Drawings For Models: 768-3, 768-6, 768-10, 768-20, 768-30, 766-3, 766-6, 766-10, 766-30

Notes:

Unless otherwise specified dimensions are max. and for reference only. Contact the factory for detailed specifications and outline drawing.
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