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HPD300W

XantrexHPD300WProgrammableDCPowerSupply

300WattswithNearLinearPerformance

TheXantrexHPDSeriesprovides300wattsofreliableDCpowerinaquarter-rackwidechassis.The

suppliesareidealforbenchtop,ATEsystemsandOEMapplications,wherewideadjustmentofoutput

voltageorcurrentisrequiredinacompactpackage.

TheHPDseriesusesswitch-modetechnologycombinedwithlinearpostregulationtoprovide

performancecomparabletoanall-lineardesign.Thesupplieshaveexcellentlineandloadregulation

withlownoiseandgoodtransientresponseasaresultofzerovoltage‘softswitching’andPower

FactorCorrection(PFC).Theseriesisavailableinsinglesanddualsinasinglepackageforbenchtop

use.Multipleunitscanberackmountedinonetofourunitconfigurationsforuptofourindependent

300-wattoutputsforsystemsapplications.

ProductFeatures

Lownoiseandripple

Excellentline/loadregulation

Constantvoltageorconstantcurrentoperationwithautomaticcrossoverandmodeindication

Currentlimit

Frontandrearoutputs

Remotesense

LabVIEW®andLabWindows®drivers

ProtectionFeatures

Overvoltageprotection

Overtemperatureprotection

Options

Analogprogramminginterfacecard

RS-232interfaceCard

GPIBinterfacecard

GPIB-multichannel
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XantrexHPD300WProgrammableDCPowerSupply

ElectricalSpeciications 1

GeneralSpeciications

OperationalACInputVoltage Singleunit:104-127VACat6Arms;DualUnit:104-127VACat12Arms,47-63Hz

SwitchingFrequency 100kHz(nominal)

RemoteAnalogProgrammingOption 0-10VDCfor0-100%ofratedvoltageorcurrent±1.0%,0-10kΩfor100%ofratedvoltageorcurrent±1.0%

RemoteMonitoring 0-10VDCfor0-100%orratedvoltageorcurrent±1.0%

Dimensions(HxWxD) 5.2x4.2x11.7”(132x109.2x297mm)

Weight Approximately7.7lb(3.5kg)

Warranty 5years

Approvals CE-markedunitsmeet:EN61010-1,EN61000-6-2andEN61000-6-4;CSAC/UScertifiedtoUL61010-1BandCSAC22.2No

  1010.1;MeetsUSAEMCstandard:FCC,part15B,classA;MeetsCanadianEMCstandard:ICES-001,ClassA.

Note:Speciicationsaresubjecttochangewithoutnotice.

Models 15-20 30-10 60-5

OutputRatings

OutputVoltage 0-15V 0-30V 0-60V

OutputCurrent 0-20A 0-10A 0-5A

OutputPower 300W 300W 300W

LineRegulation2

Voltage 2mV 2mV 2mV

Current 3mA 2mA 1.5mA

LoadRegulation3

Voltage 2mV 2mV 2mV

Current 3mA 2mA 1.5mA

MeterAccuracy

Voltage(1%ofVmax+1count). 0.25V 0.4V 0.7V

Current(1%ofImax+1count) 0.3A 0.2A 0.06A

OutputNoise(0-20MHz)

Voltage(p-p) 75mV 75mV 100mV

OutputRipple(rms)

Voltage 5mV 5mV 5mV

Drift(8hours)4

Voltage(0.02%ofVmax) 3mV 6mV 12mV

Current(0.03%ofImax) 6mA 3mA 1.5mA

TemperatureCoeficient5

Voltage(0.015%ofVmax/°C) 2.25mV 4.5mV 9mV

Current(0.02%ofImax/°C) 4mA 2mA 1mA

1.Speciicationsindicatetypicalperformanceat25°C±5°C,nominallineinputof120VAC.

2.ForinputvoltagevariationovertheACinputvoltagerange,withconstantratedload.

3.For0-100%loadvariation,withconstantnominallinevoltage.

4.Maximumdriftover8hourswithconstantline,load,andtemperature,after60-minutewarm-up.

5.Changeinoutputper°Cchangeinambienttemperature,withconstantlineandload.5.Changeinoutputper°Cchangeinambienttemperature,withconstantlineandload.
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