
www.xantrex.com©2004XantrexTechnologyInc.Allrightsreserved.XantrexisaregisteredtrademarkofXantrexInternational.PNDS20040518R02_xkw1PrintedinCanada

XantrexTechnologyInc.

Headquarters

8999NelsonWay

Burnaby,BritishColumbia

CanadaV5A4B5

8006700707TollFree

6044201591Fax

5916195thStreetNE

Arlington,Washington

USA98223

8004466180TollFree

3609255144Fax

XKW1kW

1kWProgrammableDCPowerSupplyinaLowProileChassis

Provides1kWofDCPowerforTestandMeasurementApplications

TheXantrexXKW1kWprogrammableDCpowersupplyprovides1kWofclean,reliablepowerforOEM

applicationswherehighpowerandawideadjustmentofoutputvoltageorcurrentarerequiredina

compactconfiguration.Thesuppliesareidealforresearch,productdevelopment,productiontest,ATE,

electroplating,burn-in,andotherbulkpowerapplications.

TheXKW1kWuseshighfrequencyconventionalPWMswitchingtoachievehighpowerdensityin

acompact19-inchrackpackage.TheXKW1kWis1.75inches(1U)highandisavailableinnine

models.

ProductFeatures
Constantvoltagewithautomaticcrossoverandmodeindication

Parallelorseriesconnection

Externalshutdown,externalindicatorsignals

Remote/localmodes

Remotesense,1Vlinelosscompensation

Analogprogramming

LabVIEW®driver

ProtectionFeatures
Overvoltageprotection

Currentlimit

Overtemperatureprotection

Options
GPIBinterfacecard

Isolatedinterfacecard(ISOL)

Lockingknobsforfrontpanelcontrols

Note:TheXKWSeriesisnotavailableforpurchaseintheUS.

www.valuetronics.com

https://www.valuetronics.com/


XKW1kW

1kWProgrammableDCPowerSupplyinaLowProileChassis

Models   XKW8-125 XKW20-50 XKW33-33  XKW40-25 XKW60-18 XKW80-13 XKW150-7 XKW300-3.5 XKW600-1.7

Outputratings:

OutputVoltage 0-8V  0-20V  0-33V  0-40V 0-60V 0-80V 0-150V 0-300V 0-600V

OutputCurrent 0-125A  0-50A  0-33A  0-25A 0-18A 0-13A 0-7A 0-3.5A 0-1.7A

OutputPower 1000W 1000W 1000W 1000W 1080W 1040W 1050W 1050W 1020W

Lineregulation:2

Voltage 1mV  1.5mV  1.5mV  3mV 3mV 5mV 10mV 10mV 20mV 

Current 10mA  5mA  3mA  2mA 2mA 2mA 1mA 1mA 1mA

Loadregulation:3       

Voltage 3mV  3mV  3mV  5mV 5mV 5mV 5mV 10mV 20mV

Current 20mA  5mA  5mA  5mA 5mA 5mA 5mA 2mA 1mA

Meteraccuracy:       

Voltage 0.05V 0.2V 0.3V 0.3V 0.4V 0.5V 0.9V 3V 4V

 (0.5%ofVmax+1count) 

Current 0.7A  0.4A  0.3A  0.2A 0.1A 0.08A 0.05A 0.03A 0.01A

 (0.5%ofImax+1count) 

Outputnoiseandripple(rms):       

Voltagerms 7.5mV  5mV  5mV  5mV 5mV 5mV 15mV 15mV 75mV

Voltagep-p(20Hz-20Mhz) 60mV  60mV  60mV  60mV 60mV 60mV 175mV 175mV 500mV

AnalogProg.Accuracy 

Voltage(1%ofVmax) 80mV  200mV  330mV  400mV 600mV 800mV 1.5V 3V 6V

Current(1%ofImax) 1250mA  500mA  330mA  250mA 180mA 130mA 70mA 35mA 17mA

Drift(8hours):4       

Voltage(1%ofVmax) 4mV  10mV  16.5mV  20mV 30mV 40mV 75V 150mV 300mV

Current(1%ofImax) 62.5mA  25mA  16.5mA  12.5mA 9mA 6.5mA 3.5mA 1.75mA 0.85mA

Temperaturecoeficient:5       

Voltage(0.02%ofVmax/°C) 1.6mV  4mV  6.6mV  8mV 12mV 16mV 30mV 60mV 120mV

Current(0.03%ofImax/°C) 37.5mA  15mA  9.9mA  7.5mA 5.4mA 3.9mA 2.1mA 1.05mA 0.51mA

OVPAdjustmentRange:       

(5%to110%ofVmax) 0.4-8.8V  1-22V  1.65-36.3V  2-44V 3-66V 4-88V 7.5-165V 15-330V 30-660V

1.Speciicationsindicatetypicalperformanceat25°C±5°C.

2.ForinputvoltagevariationovertheACinputvoltagerange,withconstantratedload.

3.For0-100%loadvariation,withconstantnominallinevoltage.

4.Maximumdriftover8hourswithconstantline,load,andtemperature,after90-minutewarm-up.

5.Changeinoutputper°Cchangeinambienttemperature,withconstantlineandload.

 ElectricalSpeciications 1

OperationalACinputvoltage 200-250VACat26Arms1-phase,or100-130VACat20Arms1-phase,47-63Hz

Remoteanalogprogramming Voltageandcurrentprogramminginputs:0-5k,0-10kresistances;0-5V,0-10Vvoltagesources(5Vdefault)

Remoteanalogmonitoring Voltageandcurrentmonitoroutputs0-5V,0-10V(default)rangesfor0-100%ofoutput(±1%)

Operatingtemperaturerange 32to122°F(0to50°C)

Storagetemperaturerange -67to185°F(-55to85°C)

Humidityrange 0to80%RH,non-condensing

Dimensions(HxWxD) 1.7x19x17.5”(41.6x482.6x443.9mm)

Weight 18lb(8.2kg)

Warranty Fiveyears

Regulatoryapprovals CE,CSA

Note:Speciicationsaresubjecttochangewithoutnotice.

 GeneralSpeciications

www.valuetronics.com
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XKW3kW

3kWProgrammableDCPowerSupplyinaLowProileChassis

Provides3kWofDCPowerforTestandMeasurementApplications

TheXantrexXKW3kWprogrammableDCpowersupplyprovides3kWofclean,reliablepowerforOEM

applicationswherehighpowerandawideadjustmentofoutputvoltageorcurrentarerequiredina

compactconfiguration.Thesuppliesareidealforresearch,productdevelopment,productiontest,ATE,

electroplating,burn-in,andotherbulkpowerapplications.

TheXKW3kWuseshighfrequencyconventionalPWMswitchingtoachievehighpowerdensityin

acompact19-inchrackpackage.Thesuppliesare3.5inches(2U)highandareavailablenowinten

models.

ProductFeatures
Constantvoltagewithautomaticcrossoverandmodeindication

Parallelorseriesconnection

Externalshutdown,externalindicatorsignals

Remote/localmodes

Remotesense,1Vlinelosscompensation

Analogprogramming

LabVIEW®driver

ProtectionFeatures
Overvoltageprotection

Currentlimit

Overtemperatureprotection

Options
GPIBinterfacecard

Isolatedinterfacecard(ISOL)

Lockingknobsforfrontpanelcontrols

Note:TheXKWSeriesisnotavailableforpurchaseintheUS.

www.valuetronics.com



XKW3kW

3kWProgrammableDCPowerSupplyinaLowProileChassis

Models  XKW8-350 XKW10-300XKW12-250 XKW20-150 XKW40-75 XKW55-55 XKW60-50 XKW80-37 XKW150-20 XKW300-10

Outputratings:

OutputVoltage 0-8V 0-10V 0-12V 0-20V 0-40V 0-55V 0-60V 0-80V 0-150V 0-300V

OutputCurrent 0-350A  0-300A 0-250A 0-150A 0-75A 0-55A 0-50A 0-37A 0-20A 0-10A

OutputPower 2800W 3000W 3000W 3000W 3000W 3025W 3000W 2960W 3000W 3000W

Lineregulation:2

Voltage 2mV 2mV 2mV 2mV 2mV 2mV 2mV 2mV 7.5mV 15mV

Current 15mA  15mA 15mA 15mA 5mA 2mA 2mA 2mA 2mA 2mA

Loadregulation:3        

Voltage 5mV 5mV 5mV 5mV 5mV 5mV 5mV 5mV 5mV 15mV

Current 15mA  15mA 15mA 15mA 5mA 5mA 5mA 5mA 5mA 5mA

Meteraccuracy:        

Voltage 0.05V 0.06V0.07V 0.2V 0.3V 0.4V 0.4V 0.5V 0.9V 3V

 (0.5%ofVmax+1count)

Current 3A 3A 2A 0.9A 0.5A 0.4A 0.4A 0.3A 0.2A 0.06A

 (0.5%ofImax+1count) 

Outputnoiseandripple(rms):         

Voltagerms 10mV 12mV 12mV 12mV 15mV 15mV 15mV 15mV 20mV 20mV

Voltagep-p 90mV 90mV 90mV 90mV 100mV 100mV 100mV 150mV 150mV 200mV

 (20Hz-20Mhz)

AnalogProg.Accuracy:

Voltage(1%ofVmax) 80mV 100mV 120mV 200mV 400mV 550mV 600mV 800mV 1.5V 3V

 Current(1%ofImax) 3500mA  3000mA 2500mA 1500mA 750mA 550mA 500mA 370mA 200mA 100mA

Drift(8hours):4        

Voltage 4mV 5mV 6mV 10mV 20mV 27.5mV 30mV 40mV 75mV 150mV

 (0.05%ofVmax)

Current 175mA  150mA 150mA 75mA 37.5mA 27.5mA 25mA 18.5mA 10mA 5mA 

 (0.05%ofImax)

Temperaturecoeficient:5        

Voltage 1.6mV 2mV 2.4mV 4mV 8mV 11mV 12mV 16mV 30mV 60mV

 (0.02%ofVmax/°C)

Current 105mA  90mA 75mA 45mA 22.5mA 16.5mA 15mA 11.1mA 6mA 3mA

 (0.03%ofImax/°C)

OVPAdjustmentRange:        

(5%to110%ofVmax) 0.4-8.8V 0.5-11V 0.6-13.2V 1-22V 2-44V 2.75-60.5V 3-66V 4-88V 7.5-165V 15-330V

1.Speciicationsindicatetypicalperformanceat25°C±5°C.

2.ForinputvoltagevariationovertheACinputvoltagerange,withconstantratedload.

3.For0-100%loadvariation,withconstantnominallinevoltage.

4.Maximumdriftover8hourswithconstantline,load,andtemperature,after90-minutewarm-up.

5.Changeinoutputper°Cchangeinambienttemperature,withconstantlineandload.

 ElectricalSpeciications1

OperationalACinputvoltage  200-250VACat26Arms1f,or190-250VACat16Arms3-phase,47-63Hz3-phase

Remoteanalogprogramming  Voltageandcurrentprogramminginputs:0-5k,0-10kresistances;0-5V,0-10Vvoltagesources(5Vdefault)

Remoteanalogmonitoring  Voltageandcurrentmonitoroutputs0-5V,0-10V(default)rangesfor0-100%ofoutput(±1%)

Operatingtemperaturerange 32to122°F(0to50°C)

Storagetemperaturerange  -67to185°F(-55to85°C)

Humidityrange  0to80%RH,non-condensing

Dimensions(HxWxD)  3.45x19x20”(87.6x482.6x508mm)

Weight   35lb(16kg)

Warranty Fiveyears

Regulatoryapprovals CE,CSA

Note:Speciicationsaresubjecttochangewithoutnotice.

 GeneralSpeciications
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